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SELECTING A DISK SURFACE 



INITIATING A SERVO CHANNEL HEAD GAIN 

CALIBRATION PROCESS FOR A HEAD 
CORRESPONDING TO THE SELECTED DISK 
SURFACE 



OBTAINING A HEAD GAIN CALIBRATION VALUE FOR 
A PRE-SELECTED ZONE IN THE SELECTED DISK 
SURFACE 



COMPARING THE OBTAINED CALIBRATION VALUE 
WITH A PRE-STORED CALIBRATION VALUE FOR THE 
PRE-SELECTED ZONE AND GENERATING A 
COMPARISON RESULT 



STOPPING THE CALIBRATION PROCESS FOR THE 
HEAD IF THE COMPARISON RESULT DOES NOT 
EXCEED A THRESHOLD VALUE 
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END PROCESS 
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PERFORMING THE SERVO CHANNEL HEAD GAIN 
CALIBRATION PROCESS FOR EACH ZONE IN A 
SUBSET COMPRISING AT LEAST TWO OF THE 
PLURALITY OF ZONES IF THE COMPARISON RESULT 
EXCEEDS THE THRESHOLD VALUE 
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FIG. 4 
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REPEATING THE SELECTING, THE INITIATING, THE 
OBTAINING, THE COMPARING AND THE STOPPING 
FOR EACH HEAD IN THE PLURALITY OF HEADS 
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